Singh - Bullet® Single Toggle Jaw Crusher Specifications -
The kinematics of single toggle jaw crusher results in higher output with low maintenance of the equipment as comparison with double toggle jaw crusher
with same feeding characteristics and openings. =

Size 14" X 07" 16" X 10" 20" X 10" 20"X 12" 24" X 12" 24"x15" 30"x15” 36"x24” 42"x30" 48"x30"
\]I%Wm(r)npening 355x178 | 406x254 | 508 x 254 | 762 x 254 | 915 x 203 610x381 762x381 915x610 1067x762 1219x915
TYPE Primary Primary | Primary Primary Primary Primary Primary Primary Primary Primary
TPH 8 15 20 22 35 40 45 110 150 200
Electric (hp) 15 30 40 40 50 50 45 125 125 200
RPM 1400 1440 1440 1440 1440 1440 1440 1440 1440 1440
Motor Pulley 2 135 2 185 2 195 2 190 g 215 2 215 g 215 g 250 2 260 2 290
Diesel (hp) 25 40 50 75 100 70 100 125 175 280
Flywheel / RPM 325 300 300 290 275 275 275 260 250 250
Weight (Kg.) 2,100 3,500 4,400 4,800 6,000 6,200 9,700 12,700 21,000 27,500
Size 30" X 10" 36" X 08" 36" X20" 48"X 12"

Jlﬁwm?npe“ing 762 x 254 | 915x 203 | 915x 508 | 1219 x 305

TYPE Secondary | Secondary [Secondary [Secondary

TPH 35 30 80 25

et () 50 45 100 75 Capacities shown may / shall vary on factors such as operating conditions,

feeding methods, weight cleanliness and moisture contents of the material.
RPM 1440 1440 1440 1440

Motor Pulley 9 225 2 190 @ 235 @ 215
Diesel (hp) 75 75 125 105

Flywheel / RPM 285 290 265 275

Weight (Kg.) 6,000 5,500 10,000 11,000




